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SAINT-GOBAIN

DECLARATION OF PERFORMANCE
According to Regulation (EU) 305/2011 as amended by Regulation (EU) 574/2014

weberniv estrich
DoP-HU-900P-1.0

1. Unique identification code of the product-type:
P900; 900P
2. Intended use(es):
Screed material and floor screeds. Cement based screed material. Properties and
requirements, CT-C20-F4
3. Manufacturer:
" weber Saint-Gobain Construction Products Hungary Kit.
— 07/5 Bécsi ut, Pilisvorosvar 2085

SAINT-GOBAIN www.hu.weber

4. Authorised representative:

5. Systems of AVCP:
AVCP 3

6.a Harmonised standard:
MSZ EN 13813:2003

6.b Notified body(-ies):

EMI Epitésiigyi Minéségellenérzé Innovéaciés Nonprofit Kit.
NB-CPR 305/2011 EU - Nr. 1415.
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7. Declared performance(s)

General properties

Performance

Harmonised technical standards

Release of corrosive

substances (Cementitious Screed) cT
Compressive strength = 20 N/mm?2
Flexural strength =4 N/mm?
Reaction to Fire Al

EN 13813

8. The performance of the product identified in points 1 is in conformity with the
declared performance indicated in point 7

In accordance with Regulation (EU) No 305/2011, this declaration of performance is
issued under the sole responsibility of the manufacturer identified in point 3.

Signed for and on behalf of the manufacturer by:
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Balint Vago
Technical Manager

Imre Széplaki

Head of Research and Development and

Done at Pilisvorosvar, on 24-03-2021

N

SAINT-GOBAIN

Quiality Control




